
 

FOR YOUR PROTECTION: 
The information and recommendations in this publication are, to the best of our knowledge, reliable.  Suggestions made concerning 
uses or applications are only the opinion of KUSTOM GROUP, INC., and users should made their own tests to determine the 
suitability of this product for their own specific application.  However, because of numerous factors affecting results, KUSTOM 
GROUP INC. makes no warranty of any kind, expressed or implied, including those of merchantability and fitness for particular 
purpose, other than that the material conforms applicable current Standard Specifications.  Standard Specifications, although 
current at the time of publication, are subject to change without notice.  Please refer to the MSDS for additional information.  DATE 
REVISED:  07/23/2020 
 

Kustom Group   ●   3 Carbon Way   ●   Richwood, KY 41094   ●   www.kustomgroup.com 

 

Technical Data Sheet 
 

KSW-UV200  
UV Nestle Compliant  
Carnauba Wax Compound 

  

 

Product Description 

KSW-UV200 is formulated to provide consistent wax particle size in a 
stable wax dispersion. KSW-UV200 is an effective slip additive with high 
gloss retention.  
 

Performance Characteristics    
• Manufactured using only Nestle Compliant Raw Materials 
• Improved scratch and slip 

• Improved water resistance and anti-blocking  
• High gloss retention 

• Minimal haze formation in coatings  
• Easy to incorporate with no dust hazard  
  

Usage Recommendation 

2 – 6% 
 
Physical Properties 
Average Particle Size: 6 microns 
Form: Soft Paste 
Polymer Type: ~40% Carnauba wax  

 


